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GSM identities. These should be interpreted as being references to the corresponding ETSI deliverables. 

The cross reference between GSM, UMTS, 3GPP and ETSI identities can be found under 
http://webapp.etsi.org/kev/quervform.asp . 



ETSI 



3GPP TS 32.1 72 version 6.3.0 Release 6 3 ETSI TS 1 32 1 72 V6.3.0 (2006-03) 



Contents 



Intellectual Property Rights 2 

Foreword 2 

Foreword 5 

Introduction 5 

1 Scope 6 

2 References 6 

3 Definitions and abbreviations 6 

3.1 Definitions 6 

3.2 Abbreviations 6 

4 Compliance rules 7 

5 Modelling approach 7 

6 Information Object Classes 7 

6.1 Imported information entities and local labels 7 

6.2 Class diagram 7 

6.2.1 Attributes and relationships 7 

6.2.2 Inheritance 9 

6.3 Information Object Class definitions 10 

6.3.1 SuMService 10 

6.3.1.1 Definition 10 

6.3.1.2 Attributes 11 

6.3.2 CSService 11 

6.3.2.1 Definition 11 

6.3.2.2 Attributes 12 

6.3.2.3 Attribute constraints 12 

6.3.3 PSService 13 

6.3.3.1 Definition 13 

6.3.3.2 Attributes 14 

6.3.3.3 Attribute constraints 15 

6.3.4 IMSService 15 

6.3.4.1 Definition 15 

6.3.4.2 Attributes 15 

6.3.4.3 Attribute constraints 15 

6.3.5 SuMSubscribedService 15 

6.3.5.1 Definition 15 

6.3.5.2 Attributes 16 

6.3.6 CSSubscribedService 16 

6.3.6.1 Definition 16 

6.3.6.2 Attributes 17 

6.3.6.3 Attribute constraints 17 

6.3.7 PSSubscribedService 18 

6.3.7.1 Definition 18 

6.3.7.2 Attributes 19 

6.3.7.3 Attribute constraints 20 

6.3.8 IMSSubscribedService 20 

6.3.8.1 Definition 20 

6.3.8.2 Attributes 20 

6.3.8.3 Attribute constraints 20 

6.3.9 SuMSubscriberProfile 20 

6.3.9.1 Definition 20 

6.3.9.2 Attributes 21 

6.3.10 SuMSubscriptionProfile 21 



£75/ 



3GPP TS 32.1 72 version 6.3.0 Release 6 4 ETSI TS 1 32 1 72 V6.3.0 (2006-03) 

6.3.10.1 Definition 21 

6.3.10.2 Attributes 21 

6.3.10.3 Attribute constraints 21 

6.3.11 SuMServiceProfile 21 

6.3.11.1 Definition 21 

Attributes 22 

6.3.12 CSServiceProfile 22 

6.3.12.1 Definition 22 

6.3.12.2 Attributes 22 

6.3.12.3 Attribute constraints 23 

6.3.13 PSServiceProfile 24 

6.3.13.1 Definition 24 

6.3.13.2 Attributes 25 

6.3.13.3 Attribute constraints 26 

6.3.14 IMSServiceProfile 27 

6.3.14.1 Definition 27 

6.3.14.2 Attributes 28 

6.3.14.3 Attribute constraints 28 

6.3.15 ServiceProvider Function 28 

6.3.15.1 Definition 28 

6.3.15.2 Attributes 28 

6.3.16 SubscriptionFunction 29 

6.3.16.1 Definition 29 

6.3.16.2 Attributes 29 

6.3.17 SuMCSSupplService 29 

6.3.17.1 Definition 29 

6.3.17.2 Attributes 29 

6.3.17.3 Attribute constraints 29 

6.3.18 SuMPSSuppl Service 30 

6.3.18.1 Definition 30 

6.3.18.2 Attributes 30 

6.3.18.3 Attribute constraints 30 

6.4 Information relationship definitions 30 

6.4.1 Agreement 30 

6.4.1.1 Definition 30 

6.4.1.2 Roles 30 

6.4.1.3 Constraints 30 

6.4.2 Description 31 

6.4.2.1 Definition 31 

6.4.2.2 Roles 31 

6.4.2.3 Constraints 31 

6.5 Information attribute definitions 31 

6.5.1 Definitions and legal values 31 

Annex A (informative): Change history 36 

History 37 



£75/ 



3GPP TS 32.1 72 version 6.3.0 Release 6 5 ETSI TS 1 32 1 72 V6.3.0 (2006-03) 



Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 



The interface Itf-N, defined in 3GPP TS 32.102 [2], is built up by a number of Integration Reference Points (IRPs) and 
a related Name Convention, which realise the functional capabilities over this interface. The basic structure of the IRPs 
is defined in 3GPP TS 32.101 [1] and 3GPP TS 32.102 [2]. 

The present document is part of a TS-family covering the 3'^'' Generation Partnership Project: Technical Specification 
Group Services and System Aspects; Telecommunication management, as identified below: 

TS 32.140: "Subscription Management (SuM) requirements". 

TS 32.141: "Subscription Management (SuM) architecture". 

TS 32.171: "Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point 

(IRP): Requirements ". 

TS 32.172: "Subscription Management (SuM) Network Resource Model (NRM) Integration Reference 

Point (IRP): Information Service (IS)". 

TS 32.175: "Subscription Management (SuM) Network Resource Model (NRM) Integration Reference Point 

(IRP): extensible Markup Language (XML) definition". 
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1 Scope 

The present document defines the Network Resources Model (NRM) for the SuM IRP. 

2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 

[1] 3GPP TS 32.101: "Telecommunication management; Principles and high level requirements". 

[2] 3GPP TS 32.102: "Telecommunication management; Architecture". 

[3] 3GPP TS 32.140: "Telecommunication management; Subscription Management (SuM) 

Requirements". 

[4] 3GPP TS 32.141: "Telecommunication management; Subscription Management (SuM) 

Architecture." 

[5] 3GPP TS 32.171: "Telecommunication management; Subscription Management (SuM) Network 

Resource Model (NRM) Integration Reference Point (IRP): Requirements ". 

[6] 3GPP TS 32.622: "Telecommunication management; Configuration Management (CM); Generic 

network resources Integration Reference Point (IRP): Network Resource Model (NRM)". 

[7] 3GPP TS 23 .008 : "Organization of subscriber data" . 



3 Definitions and abbreviations 

3.1 Definitions 

For the purposes of the present document, the following terms and definitions apply. For terms and definitions not 
found here, please refer to 3GPP TS 32.101 [1], 3GPP TS 32.102 [2], 3GPP TS 32.140 [3] and TS 32.141 [4]. 

Subscription Profile: see 3GPP TS 32.140 [3]. 

Subscription Profile Component: see 3GPP TS 32.140 [3]. 

Subscription Profile Component Definition: specifies a Subscription Profile Component. 

Subscriber Profile: see 3GPP TS 32.140 [3]. 

3.2 Abbreviations 

For the purposes of the present document the following and the abbreviations in 32.101 [1], 32.102 [2], 32.140 [3] and 
32.141 [4] apply. 

EM Element Manager 
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IOC Information Object Class 

IRP Integration Reference Point 

MOC Managed Object Class 

NE Network Element 

SuM Subscription Management 



Compliance rules 



The following defines the meaning of Mandatory and Optional IOC attributes and associations between lOCs, in 
Solution Sets to the IRP defined by the present document. 

Solution Sets to the SuM IRP: 

• The IRPManager shall support all Mandatory attributes/associations. The IRPManager shall be prepared to 
receive information related to Mandatory as well as Optional attributes/associations without failure; however 
the IRPManager does not have to support handling of the Optional attributes/associations. 

• The IRP Agent shall support all Mandatory attributes/associations. It may support Optional 
attributes/associations. 

An IRP Agent that incorporates vendor-specific extensions shall support normal communication with a 3GPP 
SA5-compliant IRPManager with respect to all Mandatory and Optional Managed Object Classes (MOCs), attributes, 
associations, operations, parameters and notifications without requiring the IRPManager to have any knowledge of the 
extensions. 



5 Modelling approach 

The modelling approach adopted and used in this IRP is described in 3GPP TS 32.622 [6]. 

6 Information Object Classes 

6.1 Imported information entities and local labels 



Label reference 


Local label 


32.622 [6], information object class, ManagedFunction 


ManagedFunction 


32.622 [6], information object class, ManagedElement 


ManagedElement 



6.2 Class diagram 

6.2.1 Attributes and relationships 

This clause depicts the set of lOCs that encapsulate information relevant for this service. This sub-clause provides the 
overview of all information object classes in UML. Subsequent clauses provide more detailed specification of various 
aspects of these Information Object Classes (lOCs). 
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«lntormationObjectClass» 
ManagedElement (from 32.622) 




«naraes» 




«lnformationObjectClass» 
ServiceProviderFunction 



1 

«narties» 
\ /0-" 



0..1 



«lnformationObjectClass» 
SubscriptionFunction 



«na{nes» 



«lnformationObjectClass» ^gffg^ +contrac;t «lnformationObjectClass: 



SuMService 



agreement 
1 0..n 



SuMSubscribedService 

+specificatiorj 

description 

0..n 




0..n 



«names» 



0..n 



<lntormationObjectClass> 
SuMSubscriberProfile 

in 

«nan|ies» 
0..n 



«lnformationC 


DbjectClass» 


«names» 


«lnformationObjectClass» 
SuMSubscriptionProfile 




0..n 1 











NOTE: The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all 
managed object creation and deletion scenarios. 

Figure 1.a: SuM NRM Containment/Naming and Association diagram 



«lnformationObjectClass» 
CSService 



«lnformationObjectClass» 
PSService 



1 



«narTies» 



0..n 



«lnformationObjectClass» 
SuMCSSupplService 



t' 



«narries» 



0..n 



«lnformationObjectClass» 
SuMPSSupplService 



Figure l.b: SulV! Supplementary Service NRM Containment/Naming and Association diagram 1 
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«lnformationObjectClass> 
CSSubscribedService 



«lnformationObjectClass> 
PSSubscribedService 



O 1 



«nan'ies» 



t' 



0..n 

«lnformationObjectClass» 
SuMCSSupplService 



«narTies» 



0..n 



«lnformationObjectClass» 
SuMPSSupplService 



Figure 1.c: SuM Supplementary Service NRM Containment/Naming and Association diagram 2 



«lnformationObjectClass» 
CSServiceProfile 



1 



«nanies» 



«lnformationObjectClass» 
PSServiceProfile 



0..n 



«names» 



.O..n 



«lnformationObjectClass» 
SuMCSSupplService 



«lnformationObjectClass» 
SuMPSSupplService 



Figure 1.d: SuM Supplementary Service NRM Containment/Naming and Association diagram 3 



6.2.2 Inheritance 



<<lnformationObjectClass» 
ManagedFunction (from 32.622) 



<<lnformationObjectClass» 
ServiceProviderFunction 



«lnformationObjectClass» 
SubscriptionFunction 



Figure 2a: SuM NRM Inheritance Hierarchy 1 
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«lnformationObjectClass» 
SuMService 



«lnfornnationObjectClass» «lnformationObjectClass» «lnformationObjectClass» 

CSService PSService IMSService 



Figure 2b: SuM NRM Inheritance Hierarchy 2 



«lnformationObjectClass» 
SuMSubscribedService 




«lnformationObjectClass» 
CSSubscribedService 



«lnformationObjectClass» «lnformationObjectClass» 

PSSubscribedService IMSSubscribedService 



Figure 2c: SuM NRM Inheritance Hierarchy 3 



«lnformationObjectClass» 
SuMServiceProfile 




«lnformationObjectClass» 
CSServiceProfile 



«lnformationObjectClass» 
PSServiceProfile 



«lnformationObjectClass» 
IMSServiceProfile 



Figure 2d: SuM NRM Inheritance Hierarchy 4 

6.3 Information Object Class definitions 

6.3.1 SuMService 

6.3.1.1 Definition 

This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to Services lOCs. 
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6.3.1.2 



Attributes 



Attributes of SuMService 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


agreement -contract 


+ 


M 


M 






6.3.2 



CSService 



6.3.2.1 Definition 

In this management context: 

a) This class represents a CS service (see 3GPP TS 23.008 [7]) provided by a service provider 

b) This class contains the valid parameters that define the CS service from subscription point of view. 



£75/ 



3GPP TS 32.172 version 6.3.0 Release 6 



12 



ETSI TS 132 172 V6.3.0 (2006-03) 



6.3.2.2 



Attributes 



Attributes of CSService 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


cSServiceld 


+ 


M 


M 


- 


networkAccessMode 


+ 


M 


M 


M 


basicMSISDNIndicator 


+ 





M 


M 


mS I SDNAlert Indicator 


+ 





M 


M 


subscriptionRestriction 


+ 





M 


M 


rSZIlists 


+ 





M 


M 


ISAIdentity 


+ 





M 


M 


ISAPriority 


+ 





M 


M 


ISAPreferentialAccess Indicator 


+ 





M 


M 


ISAActiveModeSupport Indicator 


+ 





M 


M 


ISAOnlyAccess Indicator 


+ 





M 


M 


ISAActiveMode Indicator 


+ 





M 


M 


vPLMNIdentifier 


+ 





M 


M 


accessRestrictionData 


+ 





M 


M 


privacyExceptionList 


+ 





M 


M 


gMLCNumbers 


+ 





M 


M 


mOLRList 


+ 





M 


M 


serviceTypes 


+ 





M 


M 


mobile St at ionCategory 


+ 


M 


M 


M 


IMUIdentifier 


+ 


M 


M 


M 


subscriber St at us 


+ 


M 


M 


M 


gsmSCFaddresslistForODB 


+ 


M 


M 


M 


provisionOf Bearer Service 


+ 


M 


M 


M 


provisionOf Tele service 


+ 


M 


M 


M 


bCAllocation 


+ 





M 


M 


barringOf OutgoingCalls 


+ 





M 


M 


barringOf IncomingCalls 


+ 





M 


M 


barringOf Roaming 


+ 





M 


M 


barringOf PremiumRateCal Is 


+ 





M 


M 


barringOf Supplement aryServiceManagement 


+ 





M 


M 


barringOf Regi St rat ionOfCallForwarding 


+ 





M 


M 


barringOf InvocationOfCallTransfer 


+ 





M 


M 


operatorDeterminedBarringPLMNspecif icData 


+ 





M 


M 


vGCSGroupMembershipList 


+ 





M 


M 


vBSGroupMembershipList 


+ 





M 


M 


broadcastCalllnitiationAllowedList 


+ 





M 


M 


originatingCAMELSubscriptionInf ormationOCSI 


+ 





M 


M 


terminatingCAMELSubscriptionInf ormationTCSI 


+ 





M 


M 


vMSCTerminatingCAMELSubscriptionlnformationVTCSI 


+ 





M 


M 


locat ion I nf ormationSubs or iber St ate Information 


+ 





M 


M 


uSSDCAMELSubscriptionlnformationUCSI 


+ 





M 


M 


sSInvocationNotificationSSCSI 


+ 





M 


M 


translationlnformationFlagTIFCSI 


+ 





M 


M 


dialledServiceCAMELSubscriptionInf ormationDCSI 


+ 





M 


M 


uSSDGeneralCAMELServicelnformationUGCSI 


+ 





M 


M 


shortMessageServiceCAMELSubscriptionInf ormationMOSMSCSI 


+ 





M 


M 


shortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


+ 





M 


M 


mTSMSCSIVLRNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


gsmSCFaddressforCSI 


+ 





M 


M 


iSTAlertTimer 


+ 





M 


M 


cSAllocationRetentionpriority 


+ 





M 


M 



6.3.2.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 
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6.3.3 PSService 
6.3.3.1 Definition 

In this management context: 

a) This class represents a PS service (see 3GPP TS 23.008 [7]) provided by a service provider 

b) This class contains the valid parameters that define the PS service fi^om subscription point of view. 
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6.3.3.2 



Attributes 



Attributes of PSService 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


pSServiceld 


+ 


M 


M 


- 


networkAccessMode 


+ 


M 


M 


M 


basicMSISDNIndicator 


+ 





M 


M 


mS I SDNAlert Indicator 


+ 





M 


M 


subs criptionRestrict ion 


+ 





M 


M 


rSZIlists 


+ 





M 


M 


ISAIdentity 


+ 





M 


M 


ISAPriority 


+ 





M 


M 


ISAPreferentialAccess Indicator 


+ 





M 


M 


ISAActiveMode Support Indicator 


+ 





M 


M 


ISAOnlyAccess Indicator 


+ 





M 


M 


ISAActiveMode Indicator 


+ 





M 


M 


vPLMNIdentifier 


+ 





M 


M 


accessRestrictionData 


+ 





M 


M 


privacyExceptionList 


+ 





M 


M 


gMLCNumbers 


+ 





M 


M 


mOLRList 


+ 





M 


M 


serviceTypes 


+ 





M 


M 


gGSNNumber 


+ 





M 


M 


provisionof Tele service 


+ 





M 


M 


transf erof SMoption 


+ 


M 


M 


M 


bar ringof Packet Or ientedServices 


+ 





M 


M 


pDPType 


+ 





M 


M 


pDPAddress 


+ 





M 


M 


accessPointName 


+ 





M 


M 


vPLMNAddressAllowed 


+ 





M 


M 


qualityof ServiceSubscribed 


+ 





M 


M 


pDPContextChargingCharact eristics 


+ 





M 


M 


gPRSCAMELSubscriptionlnformationGPRSCSI 


+ 





M 


M 


mOShortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 


+ 





M 


M 


mTShortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


+ 





M 


M 


mOSMSCSISGSNNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mTSMSCSISGSNNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mobilityManagementf orGPRSeventnotif icationMGCSI 


+ 





M 


M 


mGCSINegotiatedCAMELCapabilityHandling 


+ 





M 


M 


gsmSCFaddressforCSI 


+ 





M 


M 


subscribedChargingCharact eristics 


+ 





M 


M 


w-APN 


+ 





M 


M 


listof author izedvi sit ednetworkident if iers 


+ 





M 


M 


wLANUERemotelPaddress 


+ 





M 


M 


wLANAccess 


+ 





M 


M 


wLANTunnelling 


+ 





M 


M 


wLANDirectlPAccess 


+ 





M 


M 


wAPNAuthorised 


+ 





M 


M 


w-APNBarringType 


+ 





M 


M 


w-APNChargingData 


+ 





M 


M 


wLANUERemot e IPAddr e s s 


+ 





M 


M 


accessIndependenceFlag 


+ 





M 


M 


i-WLANAccessType 


+ 





M 


M 


chargingData 


+ 





M 


M 


chargingCharact eristics 


+ 





M 


M 


prima ryOCSChargingFunctionName 


+ 





M 


M 


secondaryOCSChargingFunctionName 


+ 





M 


M 


primaryChargingCollectionFunctionName 


+ 





M 


M 


secondaryChargingCollectionFunctionName 


+ 





M 


M 
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6.3.3.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (See TS 23.008 [7]). 



6.3.4 



IMSService 



6.3.4.1 Definition 

In this management context: 

a) This class represents a IMS service (see 3GPP TS 23.008 [7]) provided by a service provider 

b) This class contains the valid parameters that define the ims service from subscription point of view. 



6.3.4.2 



Attributes 



Attributes of IMSService 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


iMSServiceld 


+ 


M 


M 


- 


barringlndication 


+ 


M 


M 


M 


listof author izedvis itednetworkident if iers 


+ 


M 


M 


M 


registrationStatus 


+ 


M 


M 


M 


sCSCFName 


+ 


M 


M 


M 


serverCapabilities 


+ 





M 


M 


subscribedMediaProf ileldentif ier 


+ 





M 


M 


initialFilterCriteria 


+ 





M 


M 


applicationServer Information 


+ 





M 


M 


servicelndication 


+ 


M 


M 


M 


primaryEventChargingFunctionName 


+ 





M 


M 


secondaryEventChargingFunctionName 


+ 





M 


M 


primary Char gingCollectionFunctionName 


+ 


M 


M 


M 


secondary Char gingCollectionFunctionName 


+ 





M 


M 


gsmSCFaddressforlMCSI 


+ 





M 


M 


oIMCSI 


+ 





M 


M 


vTIMCSI 


+ 





M 


M 


dIMCS 


+ 





M 


M 


gAAServiceType 


+ 





M 


M 


gAAServiceldentif ier 


+ 





M 


M 


gBAUser Security Set tings 


+ 





M 


M 


userSecuritySetting 


+ 





M 


M 


userPublicIdentity 


+ 





M 


M 


gAAAuthorizationf lag 


+ 





M 


M 


keyLif etime 


+ 





M 


M 


ulCCSecuritySetting 


+ 





M 


M 


nAFGroupIdentity 


+ 





M 


M 



6.3.4.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (See TS 23.008 [7]). 
6.3.5 SuMSubscribedService 



6.3.5.1 



Definition 



This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to Subscribed Services 
IOCS. 
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6.3.5.2 



Attributes 



Attributes of SuMSubscribedService 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


description- service 


+ 


M 


M 





agreement-of f er 


+ 


M 


M 






6.3.6 



CSSubscribedService 



6.3.6.1 



Definition 



In this management context: 

a) This class represents subscription to a CS service (see 3GPP TS 23.008 [7]) for a subscriber. The entire set of 
CS subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services Profile for CS 
services. 

b) This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for a CS 
service that a Subscriber subscribes to. 
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6.3.6.2 



Attributes 



Attributes of CSSubscribedService 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


CSSubscribedService Id 


+ 


M 


M 


- 


networkAccessMode 


+ 


M 


M 


M 


basicMSISDNIndicator 


+ 





M 


M 


mS I SDNAlert Indicator 


+ 





M 


M 


subscriptionRestriction 


+ 





M 


M 


rSZIlists 


+ 





M 


M 


ISAIdentity 


+ 





M 


M 


ISAPriority 


+ 





M 


M 


ISAPreferentialAccess Indicator 


+ 





M 


M 


ISAActiveModeSupport Indicator 


+ 





M 


M 


ISAOnlyAccess Indicator 


+ 





M 


M 


ISAActiveMode Indicator 


+ 





M 


M 


vPLMNIdentifier 


+ 





M 


M 


accessRestrictionData 


+ 





M 


M 


privacyExceptionList 


+ 





M 


M 


gMLCNumbers 


+ 





M 


M 


mOLRList 


+ 





M 


M 


serviceTypes 


+ 





M 


M 


mobile St at ionCategory 


+ 


M 


M 


M 


IMUIdentifier 


+ 


M 


M 


M 


subscriber St at us 


+ 


M 


M 


M 


gsmSCFaddresslistForODB 


+ 


M 


M 


M 


provisionOf Bearer Service 


+ 


M 


M 


M 


provisionOf Tele service 


+ 


M 


M 


M 


bCAllocation 


+ 





M 


M 


barringOf OutgoingCalls 


+ 





M 


M 


barringOf IncomingCalls 


+ 





M 


M 


barringOf Roaming 


+ 





M 


M 


barringOf PremiumRateCal Is 


+ 





M 


M 


barringOf Supplement aryServiceManagement 


+ 





M 


M 


barringOf Regi St rat ionOfCallForwarding 


+ 





M 


M 


barringOf InvocationOfCallTransfer 


+ 





M 


M 


operatorDeterminedBarringPLMNspecif icData 


+ 





M 


M 


vGCSGroupMembershipList 


+ 





M 


M 


vBSGroupMembershipList 


+ 





M 


M 


broadcastCalllnitiationAllowedList 


+ 





M 


M 


originatingCAMELSubscriptionInf ormationOCSI 


+ 





M 


M 


terminatingCAMELSubscriptionInf ormationTCSI 


+ 





M 


M 


vMSCTerminatingCAMELSubscriptionlnformationVTCSI 


+ 





M 


M 


location Information/ Subscriber St ate In format ion 


+ 





M 


M 


uSSDCAMELSubscriptionlnformationUCSI 


+ 





M 


M 


sSInvocationNotificationSSCSI 


+ 





M 


M 


translationlnformationFlagTIFCSI 


+ 





M 


M 


dialledServiceCAMELSubscriptionInf ormationDCSI 


+ 





M 


M 


uSSDGeneralCAMELServicelnformationUGCSI 


+ 





M 


M 


shortMessageServiceCAMELSubscriptionInf ormationMOSMSCSI 


+ 





M 


M 


shortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


+ 





M 


M 


mTSMSCSIVLRNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


gsmSCFaddressforCSI 


+ 





M 


M 


iSTAlertTimer 


+ 





M 


M 


cSAllocationRetentionpriority 


+ 





M 


M 



6.3.6.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (See TS 23.008 [7]). 
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6.3.7 PSSubscribedService 
6.3.7.1 Definition 

In this management context: 

a) This class represents subscription to a PS service (see 3GPP TS 23.008 [7]) for a subscriber. The entire set of PS 
subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services Profile for PS 
services. 

b) This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for a PS 
service that a Subscriber subscribes to. 
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6.3.7.2 



Attributes 



Attributes of PSSubscribedService 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


pSSubscribedServiceld 


+ 


M 


M 


- 


networkAccessMode 


+ 


M 


M 


M 


basicMSISDNIndicator 


+ 





M 


M 


mS I SDNAlert Indicator 


+ 





M 


M 


subs criptionRestrict ion 


+ 





M 


M 


rSZIlists 


+ 





M 


M 


ISAIdentity 


+ 





M 


M 


ISAPriority 


+ 





M 


M 


ISAPreferentialAccess Indicator 


+ 





M 


M 


ISAActiveMode Support Indicator 


+ 





M 


M 


ISAOnlyAccess Indicator 


+ 





M 


M 


ISAActiveMode Indicator 


+ 





M 


M 


vPLMNIdentifier 


+ 





M 


M 


accessRestrictionData 


+ 





M 


M 


privacyExceptionList 


+ 





M 


M 


gMLCNumbers 


+ 





M 


M 


mOLRList 


+ 





M 


M 


serviceTypes 


+ 





M 


M 


gGSNNumber 


+ 





M 


M 


provisionof Tele service 


+ 





M 


M 


transf erof SMoption 


+ 


M 


M 


M 


bar ringof Packet Or ientedServices 


+ 





M 


M 


pDPType 


+ 





M 


M 


pDPAddress 


+ 





M 


M 


accessPointName 


+ 





M 


M 


vPLMNAddressAllowed 


+ 





M 


M 


qualityof ServiceSubscribed 


+ 





M 


M 


pDPContextChargingCharact eristics 


+ 





M 


M 


gPRSCAMELSubscriptionlnformationGPRSCSI 


+ 





M 


M 


mOShortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 


+ 





M 


M 


mTShortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


+ 





M 


M 


mOSMSCSISGSNNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mTSMSCSISGSNNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mobilityManagementf orGPRSeventnotif icationMGCSI 


+ 





M 


M 


mGCSINegotiatedCAMELCapabilityHandling 


+ 





M 


M 


gsmSCFaddressforCSI 


+ 





M 


M 


subscribedChargingCharact eristics 


+ 





M 


M 


w-APN 


+ 





M 


M 


listof author izedvi sit ednetworkident if iers 


+ 





M 


M 


wLANUERemotelPaddress 


+ 





M 


M 


wLANAccess 


+ 





M 


M 


wLANTunnelling 


+ 





M 


M 


wLANDirectlPAccess 


+ 





M 


M 


wAPNAuthorised 


+ 





M 


M 


w-APNBarringType 


+ 





M 


M 


w-APNChargingData 


+ 





M 


M 


wLANUERemot e IPAddr e s s 


+ 





M 


M 


accessIndependenceFlag 


+ 





M 


M 


i-WLANAccessType 


+ 





M 


M 


chargingData 


+ 





M 


M 


chargingCharact eristics 


+ 





M 


M 


prima ryOCSChargingFunctionName 


+ 





M 


M 


secondaryOCSChargingFunctionName 


+ 





M 


M 


primaryChargingCollectionFunctionName 


+ 





M 


M 


secondaryChargingCollectionFunctionName 


+ 





M 


M 
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6.3.7.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 



6.3.8 



IMS Subs cribedService 



6.3.8.1 



Definition 



In this management context: 

a) This class represents subscription to an ims (see 3GPP TS 23.008 [7]) service for a subscriber. The entire set of 
ims subscribed services owned by a subscriber constitutes the subscriber's Subscribed Services Profile for PS 

services. 

b) This class contains the agreed (between the Subscriber and the Service Provider) parameter settings for an ims 
service that a Subscriber subscribes to. 



6.3.8.2 



Attributes 



Attributes of IMSSubscribedService 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


IMS Subs cribedService Id 


+ 


M 


M 


- 


barringlndication 


+ 


M 


M 


M 


listof author izedvi sit ednetworkident if iers 


+ 


M 


M 


M 


registrationStatus 


+ 


M 


M 


M 


sCSCFName 


+ 


M 


M 


M 


serverCapabilities 


+ 





M 


M 


subscribedMediaProf ileldentif ier 


+ 





M 


M 


initialFilterCriteria 


+ 





M 


M 


applicationServer Information 


+ 





M 


M 


servicelndication 


+ 


M 


M 


M 


primaryEventChargingFunctionName 


+ 





M 


M 


secondaryEventChargingFunctionName 


+ 





M 


M 


primaryChargingCollectionFunctionName 


+ 


M 


M 


M 


secondary Char gingCollectionFunctionName 


+ 





M 


M 


gsmSCFaddressforlMCSI 


+ 





M 


M 


oIMCSI 


+ 





M 


M 


vTIMCSI 


+ 





M 


M 


dIMCS 


+ 





M 


M 


gAAServiceType 


+ 





M 


M 


gAAServiceldentif ier 


+ 





M 


M 


gBAUser Security Set tings 


+ 





M 


M 


userSecuritySetting 


+ 





M 


M 


userPublicIdentity 


+ 





M 


M 


gAAAuthorizationf lag 


+ 





M 


M 


keyLif etime 


+ 





M 


M 


ulCCSecuritySetting 


+ 





M 


M 


nAFGroupIdentity 


+ 





M 


M 



6.3.8.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 

6.3.9 SuMSubscriberProf ile 



6.3.9.1 



Definition 



In this management context: 
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a) This class represents the Subscriber Profile. 

b) This class contains the Subscribed Services for a subscriber 

c) This class contains the users for a subscriber. 



6.3.9.2 



Attributes 



Attributes of SuMSubscriberProf ile 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


SuMSubscriberProf ileld 


+ 


M 


M 


- 


SuMSubscriberProf ilelnfo 


+ 


M 


M 






6.3.10 SuMSubscriptionProf ile 
6.3.10.1 Definition 

In this management context: 

a) This class represents user's subscription profile of the services contracted by a subscriber. 

b) This class contains Service Profiles for the services contracted by a subscriber and assigned to a user. 



6.3.10.2 



Attributes 



Attributes of SuMSubscriptionProf ile 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


SuMSubscriptionProf ileld 


+ 


M 


M 


- 


iMSI 


+ 


M 


M 


M 


mSISDN 


+ 


M 


M 


M 


multinumberingMSISDNs 


+ 


M 


M 


M 


iMEISV 


+ 





M 


- 


pr i vat eUser Identity 


+ 


M 


M 


M 


publicldentity 


+ 


M 


M 


M 



6.3.10.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 

6.3.11 SuMServiceProfile 



6.3.11.1 



Definition 



This is an abstract IOC provided for sub-classing only. It provides attribute(s) that are common to Service Profiles 
IOCS. 



£75/ 



3GPP TS 32.172 version 6.3.0 Release 6 



22 



ETSI TS 132 172 V6.3.0 (2006-03) 



Attributes 



Attributes of SuMServiceProf lie 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write 
Qualifier 


description- specification 


+ 


M 


M 






6.3.12 CSServiceProfile 



6.3.12.1 



Definition 



In this management context: 

a) This class represents for a subscribed CS service (see 3GPP TS 23.008 [7]) the service preferences and settings 
chosen for a user. 



6.3.12.2 



Attributes 



Attributes of CSServiceProfile 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


CSServiceProfile Id 


+ 


M 


M 





networkAccessMode 


+ 


M 


M 


M 


basicMSISDNIndicator 


+ 





M 


M 


mS I SDNAlert Indicator 


+ 





M 


M 


vLRNumber 


+ 


M 


M 


- 


mSCNumber 


+ 


M 


M 


- 


subscriptionRestriction 


+ 





M 


M 


rSZIlists 


+ 





M 


M 


mSCAreaRestrictedFlag 


+ 


M 


M 


- 


oDBinducedBarringData 


+ 





M 


- 


roamingRestrictionDueToUnsupportedFeature 


+ 


M 


M 


- 


ISAIdentity 


+ 





M 


M 


ISAPriority 


+ 





M 


M 


ISAPref erentialAccess Indicator 


+ 





M 


M 


ISAActiveModeSupport Indicator 


+ 





M 


M 


ISAOnlyAccess Indicator 


+ 





M 


M 


ISAActiveMode Indicator 


+ 





M 


M 


vPLMNIdentifier 


+ 





M 


M 


accessRestrictionData 


+ 





M 


M 


privacyExceptionList 


+ 





M 


M 


gMLCNumbers 


+ 





M 


M 


mOLRList 


+ 





M 


M 


serviceTypes 


+ 





M 


M 


agelndicator 


+ 





M 


- 


IMS I 


+ 


M 


M 


- 


mobile St at ionCategory 


+ 


M 


M 


M 


IMUIdentifier 


+ 


M 


M 


M 


rtiNRR 


+ 


M 


M 


- 


subscriber St at us 


+ 


M 


M 


M 


notificationToCSEFlagForODB 


+ 


M 


M 


- 


gsmSCFaddresslistForODB 


+ 


M 


M 


M 


messagesWaitingData 


+ 


M 


M 


- 


mobile St at lonNotReachableF lag 


+ 


M 


M 


- 


memory CapacityExceededFlag 


+ 


M 


M 


- 


traceRef erence 


+ 





M 


- 


traceType 


+ 





M 


- 


operations Systems Identity 


+ 





M 


- 


hLRTraceType 


+ 





M 


- 


mAPErrorOnTrace 


+ 





M 


- 
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traceActivatedlnVLR 


+ 





M 


- 


provisionOf Bearer Service 


+ 


M 


M 


M 


provisionOf Teleservice 


+ 


M 


M 


M 


bCAllocation 


+ 





M 


M 


checkSSIndicator 


+ 


M 


M 


- 


inSPurgedForNonGPRSFlag 


+ 


M 


M 


- 


barringOf OutgoingCalls 


+ 





M 


M 


barringOf IncomingCalls 


+ 





M 


M 


barringOf Roaming 


+ 





M 


M 


barringOf PremiumRateCalls 


+ 





M 


M 


barringOf Supplement aryServiceManagement 


+ 





M 


M 


barringOf Regi St rat ionOfCallForwarding 


+ 





M 


M 


barringOf InvocationOfCallTransfer 


+ 





M 


M 


operatorDeterminedBarringPLMNspecif icData 


+ 





M 


M 


vGCSGroupMembershipList 


+ 





M 


M 


vBSGroupMembershipList 


+ 





M 


M 


broadcastCalllnitiationAllowedList 


+ 





M 


M 


originatingCAMELSubscriptionlnformationOCSI 


+ 





M 


M 


terminatingCAMELSubscriptionlnformationTCSI 


+ 





M 


M 


vMSCTerminatingCAMELSubscriptionlnformationVTCSI 


+ 





M 


M 


locat ion I nformationSubscriber St ate Information 


+ 





M 


M 


uSSDCAMELSubscriptionIn format ionUCS I 


+ 





M 


M 


sSInvocationNotif icationSSCSI 


+ 





M 


M 


translationlnformationFlagTIFCSI 


+ 





M 


M 


dialledServiceCAMELSubscriptionInf ormationDCSI 


+ 





M 


M 


uSSDGeneralCAMELServicelnformationUGCSI 


+ 





M 


M 


oCSINegotiatedCAMELCapabilityHandling 


+ 





M 


- 


sSCSINegotiatedCAMELCapabilityHandling 


+ 





M 


- 


vTCSINegotiatedCAMELCapabilityHandling 


+ 





M 


- 


shortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 


+ 





M 


M 


shortMessageServiceCAMELSubscriptionInf ormationMTSMSCSI 


+ 





M 


M 


mOSMSCSIVLRNegotiatedCAMELCapabilityHandling 


+ 





M 


- 


mTSMSCSIVLRNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mCSINegotiatedCAMELCapabilityHandling 


+ 





M 


- 


vLRSupportedCAMELPhases 


+ 





M 


- 


gsmSCFaddressforCSI 


+ 





M 


M 


vLR0fferedCAMEL4CSIs 


+ 





M 


- 


iSTAlertTimer 


+ 





M 


M 


cSAllocationRetentionpriority 


+ 





M 


M 


TraceRef erence2 


+ 





M 


- 


TraceDepth 


+ 





M 


- 


List of NeTypestoT race 


+ 





M 


- 


TriggeringEvents 


+ 





M 


- 


Listof Inter facestoTrace 


+ 





M 


- 



6.3.12.3 



Attribute constraints 



The optional attributes: 



accessRestrictionData 

agelndicator 

barringOf IncomingCalls 

barringOf InvocationOfCallTransfer 

barringOf OutgoingCalls 

barringOf PremiumRateCalls 

barringOfRegi St rat ionOfCallForwarding 

barringOf Roaming 

barringOf Supplement a ryServiceManagement 

basicMSISDNIndicator 

bCAllocation 

bCAllocation 

broadcastCalllnitiationAllowedList 

cSAllocationRetentionpriority 
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dialledServiceCAMELSubscriptionInf ormationDCSI 

gMLCNumbers 

gsmSCFaddressf orCSI 

iSTAlertTimer 

locationlnformationSubscriber St ate Information 

ISAActiveMode Indicator 

ISAActiveMode Support Indicator 

ISAIdentity 

ISAOnlyAccess Indicator 

ISAPref erentialAccess Indicator 

ISAPriority 

mCSINegotiatedCAMELCapabilityHandling 

mOLRList 

mOSMSCSIVLRNegotiatedCAMELCapabilityHandling 

mS I SDNAlert Indicator 

mTSMSCSIVLRNegotiatedCAMELCapabilityHandling 

oCSINegotiatedCAMELCapabilityHandling 

oDBinducedBarringData 

operatorDeterminedBarringPLMNspecif icData 

originatingCAMELSubscriptionInf ormationOCSI 

privacyExceptionList 

rSZIlists 

serviceTypes 

shortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 

shortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 

sSCSINegotiatedCAMELCapabilityHandling 

sSInvocationNotif icationSSCSI 

subscript ionRestrict ion 

terminatingCAMELSubscriptionlnformat ionics I 

translationinf ormationFlagTIFCSI 

uSSDCAMELSubscriptionlnformationUCSI 

uSSDGeneralCAMELServicelnformationUGCSI 

vBSGroupMembershipList 

vGCSGroupMembershipList 

vLR0fferedCAMEL4CSIs 

vLRSupportedCAMELPhases 

vMSCTerminatingCAMELSubscriptionlnformationVTCSI 

vPLMNIdentifier 

vTCSINegotiatedCAMELCapabilityHandling 

shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 

6.3.13 PSServiceProfile 
6.3.13.1 Definition 

In this management context: 

a) This class represents for a subscribed PS service (see 3GPP TS 23.008 [7]) the service preferences and settings 
chosen for a user. 
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6.3.13.2 



Attributes 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


pSServiceProfileld 


+ 


M 


M 





networkAccessMode 


+ 


M 


M 


M 


basicMSISDNIndicator 


+ 





M 


M 


mS I SDNAlert Indicator 


+ 





M 


M 


vLRNumber 


+ 


M 


M 


- 


mSCNumber 


+ 


M 


M 


- 


subscriptionRestriction 


+ 





M 


M 


rSZIlists 


+ 





M 


M 


mSCAreaRestrictedFlag 


+ 


M 


M 


- 


oDBinducedBarringData 


+ 





M 


- 


roamingRestrictionDueToUnsupportedFeature 


+ 


M 


M 


- 


ISAIdentity 


+ 





M 


M 


ISAPriority 


+ 





M 


M 


ISAPreferentialAccess Indicator 


+ 





M 


M 


ISAActiveMode Support Indicator 


+ 





M 


M 


ISAOnlyAccess Indicator 


+ 





M 


M 


ISAActiveMode Indicator 


+ 





M 


M 


vPLMNIdentifier 


+ 





M 


M 


accessRestrictionData 


+ 





M 


M 


privacyExceptionList 


+ 





M 


M 


gMLCNumbers 


+ 





M 


M 


mOLRList 


+ 





M 


M 


serviceTypes 


+ 





M 


M 


agelndicator 


+ 





M 


- 


sGSNNumber 


+ 


M 


M 


- 


gGSNNumber 


+ 





M 


M 


sGSNarearestrictedf lag 


+ 


M 


M 


- 


roamingRestrictedintheSGSNduetounsupportedf eature 


+ 


M 


M 


- 


mNRG 


+ 


M 


M 


- 


traceActivatedinSGSN 


+ 





M 


- 


provisionof Tele service 


+ 





M 


M 


transf erof SMoption 


+ 


M 


M 


M 


mSpurgedf or GPRS flag 


+ 


M 


M 


- 


barringof Packet Or i en teds ervices 


+ 





M 


M 


pDPType 


+ 





M 


M 


pDPAddress 


+ 





M 


M 


accessPointName 


+ 





M 


M 


vPLMNAddressAl lowed 


+ 





M 


M 


gGSNlist 


+ 


M 


M 


- 


qualityof ServiceSubscribed 


+ 





M 


M 


pDP Context Identifier 


+ 





M 


- 


pDPContextChargingCharact eristics 


+ 





M 


M 


gPRSCAMELSubscriptionlnformationGPRSCSI 


+ 





M 


M 


mOShortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 


+ 





M 


M 


mlShortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


+ 





M 


M 


mOSMSCSISGSNNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mlSMSCSISGSNNegotiatedCAMELCapabilityHandling 


+ 





M 


M 


mobilityManagementf orGPRSeventnotif icationMGCSI 


+ 





M 


M 


mGCSINegotiatedCAMELCapabilityHandling 


+ 





M 


M 


gPRSCSINegotiatedCAMELCapabilityHandling 


+ 





M 


- 


sGSNSupportedCAMELPhases 


+ 





M 


- 


sGSN0fferedCAMEL4CSIs 


+ 





M 


- 


gsmSCFaddressforCSI 


+ 





M 


M 


subs or ibedChargingCharact eristics 


+ 





M 


M 


w-APN 


+ 





M 


M 


11 stof author izedvi sit ednetworkidenti tiers 


+ 





M 


M 


SGPPAAAServerName 


+ 





M 


- 


wLANUERemotelPaddress 


+ 





M 


M 


wLANAccess 


+ 





M 


M 


wLANTunnelling 


+ 





M 


M 


wLANDirectlPAccess 


+ 





M 


M 
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wAPNAuthorised 


+ 





M 


M 


w-APNBarringType 


+ 





M 


M 


w-APNChargingData 


+ 





M 


M 


wLANUERemotelPAddress 


+ 





M 


M 


accessIndependenceFlag 


+ 





M 


M 


i-WLANAccessType 


+ 





M 


M 


chargingData 


+ 





M 


M 


chargingCharact eristics 


+ 





M 


M 


primaryOCSChargingFunctionName 


+ 





M 


M 


secondaryOCSChargingFunctionName 


+ 





M 


M 


primaryChargingCollectionFunctionName 


+ 





M 


M 


secondaryChargingCollectionFunctionName 


+ 





M 


M 


TraceReference2 


+ 





M 


- 


TraceDepth 


+ 





M 


- 


Listof NeTypestoTrace 


+ 





M 


- 


TriggeringE vents 


+ 





M 


- 


Listof Inter face St oTr ace 


+ 





M 


- 



6.3.13.3 



Attribute constraints 



The optional attributes: 



3GPPAAAServerName 

accessIndependenceFlag 

accessPointName 

accessRestrictionData 

agelndicator 

bar ringofPacketOr lent edServices 

basicMSISDNIndicator 

chargingCharact eristics 

chargingData 

gGSNNumber 

gMLCNumbers 

gPRSCAMELSubscriptionlnformationGPRSCSI 

gPRSCSINegotiatedCAMELCapabilityHandling 

gsmSCFaddressf orCSI 

i-WLANAc cess Type 

listof author izedvi sit ednetworkident if iers 

ISAActiveMode Indicator 

ISAActiveMode Support Indicator 

ISAIdentity 

ISAOnlyAccess Indicator 

1 SAP re ferentialAccess Indicator 

ISAPriority 

mGCSINegotiatedCAMELCapabilityHandling 

mobilityManagementf orGPRSeventnotif icationMGCSI 

mOLRList 

mOShortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 

mOSMSCSISGSNNegotiatedCAMELCapabilityHandling 

mS I SDNAlert Indicator 

rtiTShortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 

mTSMSCSISGSNNegotiatedCAMELCapabilityHandling 

oDBinducedBarringData 

pDPAddress 

pDPContextChargingCharacteri sties 

pDPContext Identifier 

pDPType 

primaryChargingCollectionFunctionName 

primaryOCSChargingFunctionName 

privacyExceptionList 

provisionof Teleservice 

qualityof ServiceSubscribed 
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rSZIlists 

secondaryChargingCollectionFunctionName 

secondaryOCSChargingFunctionName 

serviceTypes 

sGSN0fferedCAMEL4CSIs 

sGSNSupportedCAMELPhases 

subscribedChargingCharacteristics 

subs criptionRestrict ion 

vPLMNAddressAl lowed 

vPLMNIdentifier 

w-APN 

wAPNAuthorised 

w-APNBarringType 

w-APNChargingData 

wLANAccess 

wLANDirectlPAccess 

wLANTunnelling 

wLANUERemotelPaddress 

wLANUERemotelPAddress 

shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 

6.3.14 IMSServiceProfile 
6.3.14.1 Definition 

In this management context: 

a) This class represents for a subscribed ims (see 3GPP TS 23.008 [7]) service the service preferences and settings 
chosen for a user. 
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6.3.14.2 



Attributes 



Attributes of IMSServiceProf lie 



Attribute name 


Visibility 


Support 
Qualifier 


Read 
Qualifier 


Write 
Qualifier 


IMSServiceProf ile Id 


+ 


M 


M 





barringlndication 


+ 


M 


M 


M 


listof author izedvi sit ednetworkident if iers 


+ 


M 


M 


M 


registrationStatus 


+ 


M 


M 


M 


sCSCFName 


+ 


M 


M 


M 


diameterClientAddressofSCSCF 


+ 


M 


M 


- 


serverCapabilities 


+ 





M 


M 


subscribedMediaProf ileldentif ier 


+ 





M 


M 


initialFilterCriteria 


+ 





M 


M 


applicationServer Information 


+ 





M 


M 


servicelndication 


+ 


M 


M 


M 


primaryEventChargingFunctionName 


+ 





M 


M 


secondaryEventChargingFunctionName 


+ 





M 


M 


primary Char gingCollectionFunctionName 


+ 


M 


M 


M 


secondary Char gingCollectionFunctionName 


+ 





M 


M 


gsmSCFaddressforlMCSI 


+ 





M 


M 


iMSSFaddressforlMCSI 


+ 





M 


- 


oIMCSI 


+ 





M 


M 


vTIMCSI 


+ 





M 


M 


dIMCS 


+ 





M 


M 


gAAServiceType 


+ 





M 


M 


gAAServiceldentif ier 


+ 





M 


M 


gBAUser Security Set tings 


+ 





M 


M 


userSecuritySetting 


+ 





M 


M 


userPublicIdentity 


+ 





M 


M 


gAAAuthorizationf lag 


+ 





M 


M 


keyLif etime 


+ 





M 


M 


ulCCSecuritySetting 


+ 





M 


M 


nAFGroupIdentity 


+ 





M 


M 



6.3.14.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 

6.3.15 ServiceProviderFunction 
6.3.15.1 Definition 

In this management context: 

a) This class represents service provider functionality. 

b) All managed elements related with providing services have this functionality. 

c) It carries references to all services to be provided. 

d) It inherits from ManagedFunction (defined in 32.622 [6]). 



6.3.15.2 



Attributes 



Attributes of ServiceProviderFunction 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


ServiceProviderFunction Id 


+ 


M 


M 


- 


userLabel 


+ 


M 


M 


M 
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6.3.16 SubscriptionFunction 
6.3.16.1 Definition 

In this management context: 

a) This class represents subscription functionahty. 

b) All managed elements related with the subscription of services have this functionality. 

c) It carries references to all subscription profile data. 

d) It carries references to all Subscriber data 

e) It inherits from ManagedFunction (defined in 32.622 [6]). 



6.3.16.2 



Attributes 



Attributes of SubscriptionFunction 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


SubscriptionFunction Id 


+ 


M 


M 


- 


userLabel 


+ 


M 


M 


M 



6.3.17 SuMCSSupplService 
6.3.17.1 Definition 

In this management context: 

a) This class represents a Supplementary Service for a CS service (see 3GPP TS 23.008 [7]) provided by a service 
provider 

b) This class contains the valid parameters that define the CS supplementary service from subscription point of 
view. 



6.3.17.2 



Attributes 



Attributes of SuMCSSupplService 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


sS-Code 


+ 


M 


M 


M 


provisioningState 


+ 


M 


M 


M 


activationState 


+ 


M 


M 


M 


registrationState 


+ 





M 


M 


overrideCategory 


+ 





M 


M 


cLIRestrictionOption 


+ 





M 


M 


f orwarded-toNumber 


+ 





M 


M 


f orwarded-toSubaddress 


+ 





M 


M 


noReplyConditionTimer 


+ 





M 


M 


maximumEntitledPriority 


+ 





M 


M 


default Priority 


+ 





M 


M 


nbrUser 


+ 





M 


M 


nbrSB 


+ 





M 


M 



6.3.17.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (see TS 23.008 [7]). 



£75/ 



3GPP TS 32.172 version 6.3.0 Release 6 30 



ETSI TS 132 172 V6.3.0 (2006-03) 



6.3.18 SuMPSSupplService 
6.3.18.1 Definition 

In this management context: 

a) This class represents a Supplementary Service for a PS service (see 3GPP TS 23.008 [7]) provided by a service 
provider 

b) This class contains the valid parameters that define the PS supplementary service from subscription point of 
view. 



6.3.18.2 Attributes 



Attributes of SuMPSSupplService 



Attribute name 


Visibility 


Support Qualifier 


Read Qualifier 


Write Qualifier 


sS-Code 


+ 


M 


M 


M 


provisioningState 


+ 


M 


M 


M 


activationState 


+ 


M 


M 


M 



6.3.18.3 Attribute constraints 

The optional attributes shall be supported for the following criteria: The NE supports the parameter (See TS 23.008 [7]). 

6.4 Information relationship definitions 

6.4.1 Agreement 

6.4.1.1 Definition 

This represents the agreement relationship between SuMService and SuMSubscribedService. 

6.4.1.2 Roles 



Name 



contract 



offer 



Definition 



The SuMSubscribedService represents an agreed contract for a SuMService. 



The SuMService represents an offer of an agreement to a SuMSubscribedService . 



6.4.1.3 



Constraints 
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6.4.2.1 Definition 

This represents the content relationship between SuMSubscriptionProf ile and SuMServiceProf ile. 

6.4.2.2 Roles 



Name 



Definition 



specification 



SuMSubscribedService acts as the specification for the description of SuMServiceProf ile. 



service 



SuMServiceProf ile acts as the service specified in the description. 



6.4.2.3 Constraints 



6.5 



Information attribute definitions 



6.5.1 Definitions and legal values 

The following table defines the attributes that are present in several lOCs of the present document. 



Attributes 



Attribute Name 


Definition 


Legal 
Values 


iMSServiceld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the IMSService object class. This RDN uniquely identifies the 
object instance within the scope of its containing (parent) object instance. 




cSServiceld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the CSService object class. This RDN uniquely identifies the 
object instance within the scope of its containing (parent) object instance. 




pSServiceld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the PSService object class. This RDN uniquely identifies the 
object instance within the scope of its containing (parent) object instance. 




cSServiceProf ileld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the CSServiceProfile object class. This RDN uniquely identifies 
the object instance within the scope of its containing (parent) object instance. 




pSServiceProfileld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the PSServiceProfile object class. This RDN uniquely identifies 
the object instance within the scope of its containing (parent) object instance. 




iMSServiceProf Held 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the iMSServiceProf lie object class. This RDN uniquely 
identifies the object instance within the scope of its containing (parent) object 
instance. 




cSSubscribedServiceld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the CSSubscribedService object class. This RDN uniquely 
identifies the object instance within the scope of its containing (parent) object 
instance. 




pSSubscribedServiceld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the PSSubscribedService object class. This RDN uniquely 
identifies the object instance within the scope of its containing (parent) object 
instance. 




iMSSubscribedServiceld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the IMSSubscribedService object class. This RDN uniquely 
identifies the object instance within the scope of its containing (parent) object 
instance. 




SuMSubscriptionProf ileld 


An attribute whose 'name+value' can be used as an RDN when naming an 
instance of the SuMSubscriptionProfile object class. This RDN uniquely 
identifies the object instance within the scope of its containing (parent) object 
instance. 
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userLabel 


A user-friendly (and user assigned) name of the associated object. Inherited 
from ManagedFunction. 




agreement -contract 


IVIodels the agreement relationship to a subscribed service. This attribute 
contains a list of the DN(s) of the related SuMSubscribedService 
instance(s). 




agreement-of f er 


IVIodels the agreement relationship to a service. An attribute whose 
'name+value' can be used as DN when referencing an instance of the 
SuMService object class. 




description-service 


IVIodels the description relationship to a service profile. This attribute contains 
a list of the DN(s) of the related SuMServiceProf iie instance(s). 




description- 
specification 


Models the description relationship to a subscribed service. An attribute 
whose 'name+value' can be used as DN when referencing an instance of the 
SuMSubscribedService object class. 





Attribute Name 


Definition 


Legal 
Values 


iMSI 


23.008 clause 2.1.1.1 




networkAccessMode 


23.008 clause 2.1.1.2 




mSISDN 


23.008 clause 2.1.2 




multinumberingMSISDNs 


23.008 clause 2.1.3 




basicMSISDNIndicator 


23.008 clause 2.1.3.1 




mS I SDNAlert Indicator 


23.008 clause 2.1.3.2 




IMSI 


23.008 clause 2.1.8 




mobileStationCategory 


23.008 clause 2.2.1 




IMUIdentifier 


23.008 clause 2.2.2 




iMEISV 


23.008 clause 2.2.3 




subscriptionRest riot ion 


23.008 clause 2.4.10 




rSZIlists 


23.008 clause 2.4.11.1 




mSCAreaRestrictedFlag 


23.008 clause 2.4.12 




sGSNarearestrictedf lag 


23.008 clause 2.4.14 




oDBinducedBarringData 


23.008 clause 2.4.15.1 




roamingRestrictionDueToUnsupportedFeature 


23.008 clause 2.4.15.2 




roamingRestrictedintheSGSNduetounsupportedf eature 


23.008 clause 2.4.15.3 




ISAIdentity 


23.008 clause 2.4.17.1 




ISAPriority 


23.008 clause 2.4.17.2 




ISAPref erentialAccessIndicator 


23.008 clause 2.4.1 7.2A 




ISAActiveMode Support Indicator 


23.008 clause 2.4.1 7.2B 




ISAOnlyAccess Indicator 


23.008 clause 2.4.17.3 




ISAActiveMode Indicator 


23.008 clause 2.4.17.4 




vPLMNIdentifier 


23.008 clause 2.4.17.5 




accessRestrictionData 


23.008 clause 2.4.18 




vLRNumber 


23.008 clause 2.4.5 




mSCNumber 


23.008 clause 2.4.6 




sGSNNumber 


23.008 clause 2.4.8.1 




gGSNNumber 


23.008 clause 2.4.8.2 




provisionOf Bearer Service 


23.008 clause 2.5.1 




provisionOf Tele service 


23.008 clause 2.5.2 




bCAllocation 


23.008 clause 2.5.3 




transf erof SMoption 


23.008 clause 2.5.4 




mNRG 


23.008 clause 2.7.2 




checkSS Indicator 


23.008 clause 2.7.4.4 




mSPurgedForNonGPRSFlag 


23.008 clause 2.7.5 




mSpurgedf or GPRS flag 


23.008 clause 2.7.6 




subscriber St at us 


23.008 clause 2.8.1 




barringOf OutgoingCalls 


23.008 clause 2.8.2.1 




barringOf IncomingCalls 


23.008 clause 2.8.2.2 




barringOf Roaming 


23.008 clause 2.8.2.3 




barringOfPremiumRateCalls 


23.008 clause 2.8.2.4 




barringOf Supplement aryServiceManagement 


23.008 clause 2.8.2.5 




barringOf Re gist rati onOfCallFor warding 


23.008 clause 2.8.2.6 




barringOf I nvocationOfCallTransfer 


23.008 clause 2.8.2.7 




barringofPacketOrientedServices 


23.008 clause 2.8.2.8 




operatorDeterminedBarringPLMNspecif icData 


23.008 clause 2.8.3 




not i float lonToCSEFlagForODB 


23.008 clause 2.8.4 




gsmSCFaddresslistForODB 


23.008 clause 2.8.5 
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messagesWaitingData 


23.008 Clause 2.10.1 




mobileStationNotReachableFlag 


23.008 clause 2.1 0.2 




memoryCapacityExceededFlag 


23.008 clause 2.10.3 




traceRef erence 


23.008 clause 2.1 1.1 




traceType 


23.008 clause 2.1 1.2 




ope rat ions Systems Identity 


23.008 clause 2.1 1.3 




hLRTraceType 


23.008 clause 2.1 1.4 




mAPErrorOnTrace 


23.008 clause 2.1 1.5 




traceActivatedlnVLR 


23.008 clause 2.1 1.6 




traceActivatedinSGSN 


23.008 clause 2.1 1.7 




vGCSGroupMembershipList 


23.008 clause 2.12.1 




vBSGroupMembershipList 


23.008 clause 2.12.2 




broadcastCalllnitiationAllowedList 


23.008 clause 2.12.2.1 




pDPType 


23.008 clause 2.13.1 




gGSNlist 


23.008 clause 2.1 3.11 




qualityof ServiceSubscribed 


23.008 clause 2.13.12 




pDPAddress 


23.008 clause 2.1 3.2 




pDPContext Identifier 


23.008 clause 2.13.24 




pDPContextChargingCharact eristics 


23.008 clause 2.13.25 




accessPointName 


23.008 clause 2.1 3.6 




vPLMNAddressAl lowed 


23.008 clause 2.13.8 




originatingCAMELSubscriptionInf ormationOCSI 


23.008 clause 2.14.1.1/3.1 




gPRSCAMELSubscriptionlnformationGPRSCSI 


23.008 clause 
2.14.1.10/2.14.4.4 




dialledServiceCAMELSubscriptionlnformationDCSI 


23.008 clause 2.14.1.1 1/3.7 




mobilityManagementf orGPRSeventnotif icationMGCSI 


23.008 clause 
2.14.1.12/2.14.4.4 




t erminatingCAMELSubs or ipt ion In format ionics I 


23.008 clause 2.14.1.2 




vMSCTerminatingCAMELSubscriptionlnformationVTCSI 


23.008 clause 2.14.1.2/3.2 




locationinf ormationSubscriberStateInf ormation 


23.008 clause 2.14.1.3 




uSSDCAMELSubscriptionlnformationUCSI 


23.008 clause 2.14.1.4 




sSInvocationNotificationSSCSI 


23.008 clause 2.14.1.5/3.2 




translationlnformationFlagTIFCSI 


23.008 clause 2.14.1.6/3.6 




shortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 


23.008 clause 
2.14.1.8/2.14.3.5 




mOShortMessageServiceCAMELSubscriptionlnformationMOSMSCSI 


23.008 clause 
2.14.1.8/2.14.4.1 




shortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


23.008 clause 
2.14.1.9/2.14.3.6 




mTShortMessageServiceCAMELSubscriptionlnformationMTSMSCSI 


23.008 clause 
2.14.1.9/2.14.4.2. 




gPRSCSINegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




mCSINegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




mGCSINegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




mOSMSCSISGSNNegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




mOSMSCSIVLRNegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




mTSMSCSISGSNNegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




mTSMSCSIVLRNegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




oCSINegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




sSCSINegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




vTCSINegotiatedCAMELCapabilityHandling 


23.008 clause 2.14.2.1 




SGSN0fferedCAMEL4CSIs 


23.008 clause 2.1 4.2.2A 




vLR0fferedCAMEL4CSIs 


23.008 clause 2.1 4.2.2A 




sGSNSupportedCAMELPhases 


23.008 clause 2.14.2.3 




vLRSupportedCAMELPhases 


23.008 clause 2.14.2.3 




gsmSCFaddressforCSI 


23.008 clause 2.14.2.4 




uSSDGeneralCAMELServicelnformationUGCSI 


23.008 clause 2.14.2.4 




iSTAlertTimer 


23.008 clause 2.15.1 




privacyExceptionList 


23.008 clause 2.16.1.1 




gMLCNumbers 


23.008 clause 2.16.1.2 




mOLRList 


23.008 clause 2.16.1.3 




serviceTypes 


23.008 clause 2.16.1.4 




agelndicator 


23.008 clause 2.17.1 




cSAllocationRetentionpriority 


23.008 clause 2.18.1 




subscribedChargingCharact eristics 


23.008 clause 2.19.1 




pr i vat eUser Identity 


23.008 clause 3.1.1 
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publicldentity 


23.008 Clause 3.1.2 




barringlndication 


23.008 clause 3.1.3 




listof author izedvi sit ednetworkident if iers 


23.008 clause 3.1.4 




registrationStatus 


23.008 clause 3.2.1 




sCSCFName 


23.008 clause 3.2.2 




diameterClientAddressofSCSCF 


23.008 clause 3.2.3 




serverCapabilities 


23.008 clause 3.4.1 




subscribedMediaProf ileldentif ier 


23.008 clause 3.5.1 




initialFilterCriteria 


23.008 clause 3.5.2 




applicationServer Information 


23.008 clause 3.5.3 




service Indication 


23.008 clause 3.5.4 




primaryEventChargingFunctionName 


23.008 clause 3.7.1 




secondaryEventChargingFunctionName 


23.008 clause 3.7.2 




primary Char gingCollectionFunctionName 


23.008 clause 3.7.3 




secondaryChargingCollectionFunctionName 


23.008 clause 3.7.4 




gsmSCFaddressforlMCSI 


23.008 clause 3.8.4 




iMSSFaddressforlMCSI 


23.008 clause 3.8.5 




oIMCSI 


23.008 clause 3.8.1 




vTIMCSI 


23.008 clause 3.8.2 




dIMCS 


23.008 clause 3.8.3 




gAAServiceType 


23.008 clause 3A.1 




gAAServiceldentif ier 


23.008 clause 3A.2 




gBAUser Security Set tings 


23.008 clause 3A.3 




userSecuritySetting 


23.008 clause 3A.4 




userPublicIdentity 


23.008 clause 3A.5 




gAAAuthorizationf lag 


23.008 clause 3A.6 




keyLif etime 


23.008 clause 3A.8 




ulCCSecuritySetting 


23.008 clause 3A.9 




nAFGroupIdentity 


23.008 clause 3A.11 




w-APN 


23.008 clause 3B. 1.3 




listof author izedvi sit ednetworkident if iers 


23.008 clause 3B.1. 4 




3GPPAAAServerName 


23.008 clause 3B. 1.6 




wLANUERemotelPaddress 


23.008 clause 3B. 1.10 




wLANAccess 


23.008 clause 3B.5.1 




wLANTunnelling 


23.008 clause 3B.5.2 




wLANDirectlPAccess 


23.008 clause 3B.5.3 




wAPNAuthorised 


23.008 clause 3B.5.4 




w-APNBarringType 


23.008 clause 3B.5.4.2 




w-APNChargingData 


23.008 clause 3B.5.4.3 




wLANUERemotelPAddress 


23.008 clause 3B.5.4.4 




accessIndependenceFlag 


23.008 clause 3B.5.5 




i-WLANAccessType 


23.008 clause 3B.5.6 




chargingData 


23.008 clause 3B. 7.1 




chargingCharact eristics 


23.008 clause 3B.7.1.1 




prima ryOCSChargingFunctionName 


23.008 clause 3B.7.2 




secondaryOCSChargingFunctionName 


23.008 clause 3B.7.3 




primary Char gingCollectionFunctionName 


23.008 clause 3B.7.4 




secondary Char gingCollectionFunctionName 


23.008 clause 3B.7.5 




sS-Code 


23.008 clause 2.6 
29.002 clause 7.6.4.1 




provisioningState 


23.008 clause 2.6 
29.002 clause 7.6.4.2 




activationState 


23.008 clause 2.6 
29.002 clause 7.6.4.2 




registrationState 


23.008 clause 2.6 
29.002 clause 7.6.4.2 




overrideCategory 


23.008 clause 2.6 
29.002 clause 7.6.4.4 




cLIRestrictionOption 


23.008 clause 2.6 
29.002 clause 7.6.4.5 




f orwarded-toNumber 


23.008 clause 2.6 
29.002 clause 7.6.4.6 




f orwarded-toSubaddress 


23.008 clause 2.6 
29.002 clause 7.6.4.6 




noReply Condi tionTimer 


23.008 clause 2.6 
29.002 clause 7.6.4.7 
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maximumEntitledPriority 


23.008 clause 2.6 
29.002 clause 7.6.4.41 




def aultPriority 


23.008 clause 2.6 
29.002 clause 7.6.4.41 




nbrUser 


23.008 clause 2.6 
29.002 clause 7.6.4.47 




nbrSB 


23.008 clause 2.6 
29.002 clause 7.6.4.47 




TraceReference2 


23.008 Clause 2.1 1.9 




TraceDepth 


23.008 Clause 2.11.10 




ListofNeTypestoTrace 


23.008 Clause 2.1 1.11 




TriggeringE vents 


23.008 Clause 2.1 1.12 




Listof InterfacestoTrace 


23.008 Clause 2.1 1.13 
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Annex A (informative): 
Change history 



Change history 


Date 


TSG# 


TSG Doc. 


CR 


Rev 


Subject/Comment 


Cat 


Old 


New 


Dec 2003 


SA 22 


SP-030617 


-- 


-- 


Submitted to TSG SA#22 for Information 


- 


1.0.0 




Sep 2004 


SA 25 


SP-040546 


-- 


-- 


Submitted to TSG SA#25 for Approval 


- 


2.0.0 




Dec 2004 


SA 26 


SP-040830 


-- 


-- 


Submitted to TSG SA#26 for Approval 


- 


2.7.0 


6.0.0 


Mar 2005 


SA_27 


SP-050024 


0001 


- 


Add Generic Authentication Architecture (GAA) attributes - Align with 
GN4's 23.008 (Organisation of subscriber data) 


F 


6.0.0 


6.1.0 


Mar 2005 


SA_27 


SP-050024 


0002 


- 


Add Interworking WLAN (l-WLAN) parameters -Align with CN4's 23.008 
(Organisation of subscriber data) 


F 


6.0.0 


6.1.0 


Mar 2005 


SA_27 


SP-050024 


0003 


- 


Add Supplementary Service attributes -Align with GN4's 23.008 
(Organisation of subscriber data) 


F 


6.0.0 


6.1.0 


Jun 2005 


SA_28 


SP-050269 


0004 


- 


Add Rel-6 trace parameters to SuM - align with CT4's TS 23.008 
(Organisation of subscriber data) 


F 


6.1.0 


6.2.0 


Mar 2006 


SA 31 


SP-060092 


0005 


- 


Remove duplicate attributes in the Information Service (IS) 


F 


6.2.0 


6.3.0 











































































£75/ 



3GPP TS 32.172 version 6.3.0 Release 6 



37 



ETSI TS 132 172 V6.3.0 (2006-03) 



History 



Document history 


V6.0.0 


December 2004 


PubHcation 


V6.1.0 


March 2005 


PubHcation 


V6.2.0 


June 2005 


PubHcation 


V6.3.0 


March 2006 


PubHcation 









£75/ 



